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Memo No.RW/OFFICE/338/SCHE/2013 October 21, 2013

Sub : Applications quoting rates are invited for Renovation work of Front
Lobby at the Ground floor of the premises of WBSCHE

Applications quoting rates are invited from reputed or Registered Concerns for the

Renovation Work of Front Lobby at the Ground floor of the Premises of WBSCHE.

Quotations are to be submitted as on or before 4 pm. of 1" November, 2013 at the
Council office.

[tems of specifications of the work are enclosed.

(Joint SecCretary, WBSCHE)

Enclosure

Sub : Renovation work of Front Lobby at Ground Floor on the Premises of WBSCHE
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Providing and fixing 12 mm White Gypsum Board finish 2'-0" x 2'-0" size False
Celling under framing with G.I. Channels, Tee etc. including necessary fittings
complete (approx 415 sq.it.)
Providing & fixing wooden partition under framing of Kapoor Wood with both
side 6mm Termite Proof Commercial ply (ISI-ISO) finishing with 80mm Mat
Standard Quality Laminate of approved make and colour including a door (32 mm
thick) entrance (Size: 6'-9" x 3'-0") with door closer 1 No., 2 Lever Godrej Door
Lock-1 No. Door Stopper-1 No. and 4 solid (Karpoor) wood skirting, Spirit
polishing complete. Approximated size: (10'-3" x 10'-6") % 2
Providing and fixing aluminium sliding 3 truck window shutter (11~ 5mm X
30mm) in middle part 4'-0" ht. with hollow tubular box section branded maker
(Alome/Century) including Smm clear float glass (Make Modi/Assai) and
necessary locking arrangements complete with roller, gasket and lock.
2x4'-0"%x10"-3"

Providing & fixing wooden partition under framing of Karpoor Wood with both
sides 6mm water Proof ply (Green ply/Century) with. 80mm mat sunmica (ISO-
ISI) with spirit polishing the wooden exposed areas complete.

2'x 30" x 10'-3"

2 x2'-3"x10-3"
Computer table under framing of Termite proof ISO-ISI marked commercial ply
or Board including laminate finish with a key board. a drawer moving with M.S.
Channel, fixing Godrej lock, Power coated handle including spirit polishing
complete.

3'-6" x 2'-0" x 2'-6" ht. = 4 Nos.

Computer Chair with hydrolic seat and back on M.S. Stand and 3" HD Foam on
seat and 2" H.D. Foam on back with cotton cloth covering as per specification.
=4 Nos.
Plastic Emulsion paint (Eassy Clean BERGER ASIAN) two coats over a coating
of cement primer on wall and ceiling including sand papering. Putty fitting etc.
complete (approx. 1000 sq.ft.)
Two coats of synthetic oil paint (BERGER) over a coating of Red-lead primer on
Gril, Collapsible Gate etc. (Approx.400 sq. ft.)
Spirit polishing on door and window (approx. 250 sq.ft.)
Fixing 2.0mm Vinyle floor tiles of approved co 1. (Arm strong) by 1*' quality
Adhesive as per our specification and choice (approx. 425 sq.ft.)
Fixing 2' x 2' conseal type Kusum/Philips Electrical Shed with fluro-cent tube
lamp for ceiling (12 sets).

. Electrical wiring by PVC casing with Finolex Copper wire including Anchor

approval make white fittings for the above electrical shed. (one item).

. Electrical wiring in PVC conduit with 2.5mm copper cable for air conditioners

complete with starter, connector top and earthing.
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